
Robot Information

Robot Specifications

Axes:.............  6

Payload:........  3 kg

H-Reach:.......  1904 mm

Repeatability: ±0.08 mm

Robot Mass:  280 kg

Structure: .....  Articulated

Mounting: .....Floor, Inverted, Angle

Robot Motion Speed

S-Axis.....197 °/s (3.44 rad/s)

L-Axis.....175 °/s (3.05 rad/s)

U-Axis.....185 °/s (3.23 rad/s)

R-Axis.....410 °/s (7.16 rad/s)

B-Axis.....410 °/s (7.16 rad/s)

T-Axis.....610 °/s (10.65 rad/s)

Robot Motion Range

Robot Controllers

S-Axis.....±180°

L-Axis.....+155° - 110°

U-Axis.....+220° - 165°

R-Axis.....±150°

B-Axis.....+180° - 45°

T-Axis.....±200°

DX100  �

Robot Applications

Arc Welding  �

Mig Welding  �

Plasma Welding  �

Tig Welding  �

Motoman MA1900

�  www.robots.com             �  370 W. Fairground St. Marion, OH 43302              �  1-740-383-8383

This long reach MA1900 arc welding robot by Motoman offers reduced welding cycle times and 
integrated torch cables. This Motoman welding robot is designed for both workcell installations 
and applications that require an extremely agile robot arm. The DX100 controller allows for easy 
programming and multiple robot control for the Motoman MA1900.

The floor model is a standard MA1900 DX 100. Advance in your welding projects with MA1900 
Motoman welding robots.  

For more information about the Motoman MA1900,
contact a Robotworx representative today at 740-251-4312.


