
Robot Information

Robot Specifications

Axes:.............  7

Payload:........  30 kg

H-Reach:.......  1485 mm

Repeatability: ±0.1 mm

Robot Mass:   345 kg

Structure: .....  Articulated

Mounting: .....  Floor, Inverted, Angle

Robot Motion Speed

S-Axis.....130 °/s (2.27 rad/s)

L-Axis.....130 °/s (2.27 rad/s)

U-Axis.....130 °/s (2.27 rad/s)

R-Axis.....130 °/s (2.27 rad/s)

B-Axis.....170 °/s (2.97 rad/s)

T-Axis.....170 °/s (2.97 rad/s)

Robot Motion Range

Robot Controllers

S-Axis.....±180°

L-Axis.....±125°

U-Axis.....±170°

R-Axis.....±110°

B-Axis.....±170°

T-Axis.....±110°

DX100  �

Robot Applications

Assembly  �

Injection Molding  �

Machine Tending  �

Packaging  �

Part Transfer  �

Motoman SIA30D

�  www.robots.com             �  370 W. Fairground St. Marion, OH 43302              �  1-740-383-8383

The Motoman SIA30D is a 7-axis robot that features a powerful, human-like arm.  The SIA30D 
features a 30 kg payload and is ideal for assembly, machine tending, injection molding, and 
packaging applications.  With its superior design and best-in-class wrist performance, the 
SIA30D is sure to increase production and quality.

For more information about the Motoman SIA30D,
contact a Robotworx representative today at 740-251-4312.


