
Robot Information

Robot Specifications

Axes:.............  6

Payload:........  7 kg

H-Reach:.......  927 mm

Repeatability: ±0.03 mm

Robot Mass:   34 kg

Structure: .....  Articulated

Mounting: .....  Floor, Inverted, Angle

Robot Motion Speed

S-Axis.....

L-Axis.....

U-Axis.....

R-Axis.....

B-Axis.....

T-Axis.....

Robot Motion Range

Robot Controllers

S-Axis.....

L-Axis.....

U-Axis.....

R-Axis.....

B-Axis.....

T-Axis.....

YRC1000  �

Robot Applications

Material Handling  �

Order Picking  �

Part Transfer  �

Pick and Place  �

Polishing  �

Motoman GP7

�  www.robots.com             �  370 W. Fairground St. Marion, OH 43302              �  1-740-383-8383

The Motoman GP7 is a compact, slim design robot that offers a small footprint offering 
minimum installation space.  The GP7 design has a reduced interference design, with a reduced 
s-axis (axis 1) interference radius of only 140 mm, that also enables close placement of robots.  
Despite the small size, the GP7 brings an expansive work envelope with its 927 mm reach as well 
as versatile mounting options (floor, ceiling, and wall) providing your application ultimate 
flexibility. 

The GP7 has a wrist structure with great environment resistance; it can also reach deep into the 
work space while also being easily placed next to other robots, providing a space and efficient 
solution. It's surface that is IP67 rated, easy to clean, and ready for use in harsh environments.  

For more information about the Motoman GP7,
contact a Robotworx representative today at 740-251-4312.


