
Robot Information

Robot Specifications

Axes:.............  6

Payload:........  5 kg

H-Reach:.......  895 mm

Repeatability: ±0.03 mm

Robot Mass:   29 kg

Structure: .....  Articulated

Mounting: .....  Floor, Inverted, Angle

Robot Motion Speed

S-Axis.....270 °/s (4.71 rad/s)

L-Axis.....280 °/s (4.89 rad/s)

U-Axis.....300 °/s (5.24 rad/s)

R-Axis.....450 °/s (7.85 rad/s)

B-Axis.....450 °/s (7.85 rad/s)

T-Axis.....720 °/s (12.57 rad/s)

Robot Motion Range

Robot Controllers

S-Axis.....±170°

L-Axis.....+150° - 65°

U-Axis.....+255° - 138°

R-Axis.....±190°

B-Axis.....±135°

T-Axis.....±360°

FS100  �

Robot Applications

Assembly  �

Machine Tending  �

Material Handling  �

Motoman MH5LF

�  www.robots.com             �  370 W. Fairground St. Marion, OH 43302              �  1-740-383-8383

The Motoman MH5LF offers high performance in material handling, machine tending, and 
assembly robotic applications.  The Motoman MH5LF has an extended reach of 895 mm and 
+/-0.03 mm repeatability.  The MH5LF is compact and uses minimal floorspace.  With a slim 
arm design and internally routed cables, the MH5LF is safe, reliable, and efficient.

For more information about the Motoman MH5LF,
contact a Robotworx representative today at 740-251-4312.


