
Robot Information

Robot Specifications

Axes:.............  6

Payload:........  16 kg

H-Reach:.......  1555 mm

Repeatability:  ±0.1 mm

Robot Mass:   280 kg

Structure: .....  Articulated

Mounting: .....  Floor

Robot Motion Speed

S-Axis......140 °/s (2.44 rad/s)

L-Axis.......140 °/s (2.44 rad/s)

U-Axis......140 °/s (2.44 rad/s)

R-Axis......300 °/s (5.24 rad/s)

B-Axis......300 °/s (5.24 rad/s)

T-Axis.......400 °/s (6.98 rad/s)

Robot Motion Range

Robot Controllers

S-Axis.....±170°

L-Axis.....+150° - 90°

U-Axis.....+150° - 125°

R-Axis.....±180°

B-Axis.....±135°

T-Axis.....±350°

MRC  �

XRC  �

Robot Applications

Arc Welding  �

Dispensing  �

Material Handling  �

Motoman SK16

�  www.robots.com             �  370 W. Fairground St. Marion, OH 43302              �  1-740-383-8383

Handling Robots must be fast, strong, and accessible. The Motoman SK16 meets all these 
requirements: fast, strong, with an expanded working envelope. These SK16 features will 
increase the product efficiency in your machine process handling projects.

Compared with conventional handling, the SK-16 has an improved design for handling applica-
tions. If you require more efficient machine process handling in your facility, the Motoman SK16 
is the ideal solution. 

The new and used Motoman SK16 can use the MRC or the XRC controller.

For more information about the Motoman SK16,
contact a Robotworx representative today at 740-251-4312.


