
Robot Information

Robot Specifications

Axes:.............  6

Payload:........  200 kg

H-Reach:.......  3140 mm

Repeatability:  ±2 mm

Robot Mass:   1570 kg

Structure: .....  Articulated

Mounting: .....  Floor

Robot Motion Speed

S-Axis.......90 °/s (1.57 rad/s)

L-Axis.......85 °/s (1.48 rad/s)

U-Axis.......85 °/s (1.48 rad/s)

R-Axis......120 °/s (2.09 rad/s)

B-Axis......120 °/s (2.09 rad/s)

T-Axis.......190 °/s (3.32 rad/s)

Robot Motion Range

Robot Controllers

S-Axis.....±180°

L-Axis.....+80° - 130°

U-Axis.....+280° - 107°

R-Axis.....±360°

B-Axis.....±125°

T-Axis.....±360°

DX100  �

Robot Applications

Fiberglass Cutting  �

Machine Loading  �

Machine Tending  �

Material Handling  �

Palletizing  �

Press Tending  �

Spot Welding  �

Motoman ES200RD

�  www.robots.com             �  370 W. Fairground St. Marion, OH 43302              �  1-740-383-8383

The ES200RD’s 200 kg maximum payload capacity allows it to carry out not only spot welding, 
but also other heavy industrial applications, such as material handling and press tending.

Reach and maximum motion range have been improved in this shelf-mounted ES200RD DX100. 
Vertical measures at 4,782 mm, and horizontal reach measures at 3,140 mm. The R- and T-axes 
now have maximum motion ranges of +/-360 degrees.

For more information about the Motoman ES200RD,
contact a Robotworx representative today at 740-251-4312.


