
Robot Information

Robot Specifications

Axes:.............  6

Payload:........  500 kg

H-Reach:.......  2542 mm

Repeatability:  ±0.5 mm

Robot Mass:   2300 kg

Structure: .....  Articulated

Mounting: .....  Floor

Robot Motion Speed

S-Axis........80 °/s (1.4 rad/s)

L-Axis........80 °/s (1.4 rad/s)

U-Axis........80 °/s (1.4 rad/s)

R-Axis......100 °/s (1.75 rad/s)

B-Axis.......100 °/s (1.75 rad/s)

T-Axis.......160 °/s (2.79 rad/s)

Robot Motion Range

Robot Controllers

S-Axis.....±150°

L-Axis.....+55° - 61°

U-Axis.....+113° - 30°

R-Axis.....±360°

B-Axis.....±125°

T-Axis.....±360°

XRC  �

Robot Applications

Appliance Automation  �

Fiberglass Cutting  �

Machine Loading  �

Material Handling  �

Press Tending  �

Motoman UPJ

�  www.robots.com             �  370 W. Fairground St. Marion, OH 43302              �  1-740-383-8383

The Motoman UPJ offers superior performance in small part handling and assembly. The UPJ is 
ideal for lab automation, inspection, testing, education, and research applications. Requiring 
minimal installation space, the 200 mm base width of the Motoman UPJ allows it to be mounted 
in confined spaces. To further increase flexibility, it features a wide working envelope and 
internal routing of electrical and pneumatic lines.

The JRC controller is one of the smallest controllers in its class. The small, yet sturdy, construc-
tion allows easy mounting under conveyors, in control cabinets, or other small spaces. Two 
programming pendants are available for the Motoman UPJ JRC. A compact version for simple 
programming and an enhanced version with a 6.5 inch color screen for more complex program-
ming.

For more information about the Motoman UPJ,
contact a Robotworx representative today at 740-251-4312.


